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SMART SPEED ADJUSTMENT

SMART WASH

MOTORISED ROTOR

BUILT-ON PRESSURE SENSOR

5-INCH LCD TOUCH SCREEN

AutoWash OS

WEATHER PROOF CASING

High when backwash, Low at night time. 

Backwash the filter with a touch of a button, easy.

Change valve position without a handle.

Backwash automatically when tank pressure is high.

Display and control with ease.

User friendly interface.

Sealed casing for weather proofing.



www.minderwater.com.au

CURRENT PRESSURE

ONE-TOUCH BACKWASH

SPEED ADJUSTMENT

FILTER CONTROL

PUMP CONTROL

SETTINGS

COMMUNICATION CABLE
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MOUNTING CONFIGURATION: top or side

CONNECTIONS: 1.5" / 2" / 2.5"

AUTO-WASH FUNCTION BY: pressure switch, timer or one-touch

ADJUSTABLE PRESSURE SWITCH: 30KPA - 200KPA

MAX. TIMER WASH: 1 wash per day, 7 days schedule

ADJUSTABLE WASH TIME: 5 - 120 sec

PUMP TIMER: 7 days schedule, 2 cycles per day, speed adjustable

AUTO PROTECTION: valve to off position before system shut-down

SCREEN: 5" LCD. resistive touch-screen

PRESSURE SENSOR ACCURACY: +/- 3KPA

MAX WORKING PRESSURE: 250KPA

POWER VOLTAGE INPUT: 220V @ 50HZ

POWER VOLTAGE OUTPUT: 220V@50HZ

IP RATING: 65
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